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Section I 

MANUFACTURER'S NAME EMERGENCY PHONE NO. INDEPENDENT INK, INC. ..... . 
213 321-Ql81 

STREET ADDRESS (No .. City. State, Zip) 
14705 s. Avalon Blvd. Gardena, California 90248 L! 

PRODUCT CLASS TRADE NAME MANUf~f!URER~.COOE Flexographic Ink . l'!arking Ink ,. 
' 

Section II - HAZARDOUS INGREDIENTS 

Inks of this class contain volatile organic solvents identified as: ' 
Ethyl Alcohol 18.5% . 
lsop: Acetate 2. % 
Butyl Celloslve 12. % 
Blltanol 9. . % . -. 

\ This mixture contains no other ingredients known to retain haz~rdous properties or 
which are defined as hazardous by OSHA 

·-. 
. 
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Section Ill- PHYSICAL DATA 

BOILING RANGE Fo 110-340° F. TYPE OF ODOR -- ... 
Solvent· 

VAPOR DENSITY 
HEAVIER (X ) EVAPORATION RATE· FASTER -· X 

vs. AIR vs. 
LIGHTER ( ) ~ Butyl Acetate SLOWER 

• 
LIQUID DENSITY X) PERCENT VOLATILE WT. -HEAVIER ( 

vs. WATER 4Q-50% 
LIGHTER ( ) 

APPEARANCE Colored liquid 
-.... 

Section IV -I'JRE & E~PLOSION DATA 
-FLASH POINT POWESTFLA~LEL CATEGORY (NFPA) POINT 

OSHA Class lB 41° F 1.1 
EYT•NGUISHING MEDIA; 

Dry Chemical, Foam, or co2 
SPECIAL FIRE FIGHTING PROCEDURE: Avoid prolonged breathing of furaes. Use water to keep 

' closed containers cool. 

'cf'lU~UAL FIRE~ EXPLOSION HAZARDS Vapors may ignite explosively. Vapors aay spread lons· · s ances. .xposure of closed containers to excess heat during fire aay cause disruptive pr•saur·· 
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Section V-HEALTH HAZARD DATA 

'iRESHOLD LIMIT VA .... UE Ethyl Alcohol 1000 PPM 
Isop. Acetate 200 PPM 

-Butyl Cellosolve 50 PPM 
Butanol ' 

·100 PPM 

EFFECTS OF OVEREXPOSURE: Prolonged breatking of vapors can cause nausea and/or narcos.ia. Skin 
contact may cause il:ritatioQ .due to de-.fatting ~ction of solvent. Eye contact ;aay cause 
irritation. 

. ' ... 
/ 

/ 

EMERGENCY FIRST AID: For ·narcosis - remove to fresh air. Eye contact- flush ~~th plenty of 
water. If irritation persists, call physician. . 

Section VI- REACTIVITY DATA 

PRODUCT STABILITY STABLE UNSTABLE 
X .. 

' . . 

CONDITIONS TO AVOID -
Avoid contact with strong acids, alkalies, or oxidizers. 

Section VII- SPILL OR LEA:< PROCEDURES 

PROCEDURE WHEN MATERIAL SPILLED OR RELEASED Eliminate all· sources of vapor iKUition. ' 
Ventilate area. Remove by using suitable inert absorbing materiaL 

. -
WASTE DISPOSAL METHOD 

In accordance with applicable local, state and federal regulation. 

-- . 

Section VIII- SPECIAL PROTECTJO~ INFOR~ATION 

VENTILATION General ventilation, with a minimum rate of not less than one (1) cubic foot per 
minute per square foot of solid area. To include all floor areas or pits where fla.aable 
vapors may collect. 

.... 

PROTECTIVE EQUIPMENT; RESPIR/\TORY, EY~. ETC. Suitable eye protective equipment should be 
available to avoid accidental splashing into eyes. Gloves should be worn where prolonged 
contact may occur. 

\ Section IX- SPECIAL PRECAUTIONS 
• 

-

i Storage & Handling Keep containers flame i closed when not in use. Keep away from open or 

I excessive heat. 
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